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FALKE Compact Pressure Reducing Valve 
with 9/16" Flow Nozzle 
 
Use 
Medical piston-type pressure reducing valve for oxygen 
cylinders with content pressure gauge and with flow 
meter (multi-range flow adjustment) to DIN EN 738-1. 
 
Specifications 
Inlet: gas-specific connector to DIN 477 Part 1 
Inlet pressure: 20,000 kPa max. (P1) 
Type: brass, matt chrome-plated 
Pressure gauge: scale 0-40,000 kPa 
Safety valve: integrated 
 

Flow outlet: 9/16“ thread with union nut and flow nozzle; 
Outlet pressure: 250 kPa max.  
Capacity: 
 

Range:  1 2 3 4 5 6 7 8 9 10 
Neonatal: 0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1,0 l/min 

Paediatric: 0.1 0.3 0.5 0.6 0.8 1 2 3 4 5    l/min 

Standard 0.5 1 1.5 2 3 4 6 8 12 15  l/min 

Standard+: 0.5 1 2 4 6 8 10 12 15 30+l/min 
 

Precision:  10% per flow range 
                  flowrates < 0,5 l/min: ± 0,05 l/min 

 
 

Outlet connector: to DIN 13260 Part 2 
Outlet pressure: 450 kPa ± 50 kPa (P2) 
Capacity: 120 l/min max.  
 

Dimensions (WxHxD):  
 Falke only flow: 125x95x65 mm 
 Falke with 1x connector: 125x145x65mm 
 Falke with 2x connector : 125x145x115mm 
   (Heights including flow nozzle) 
 

FALKE Pressure Reducing Valve, O2, Flow 9/16"  
FALKE O2 (G3/4"), flow: 0-15 l/min 9/16" 910.350 
FALKE O2 (G3/4"), flow: 0-30+ l/min 9/16" 910.351 
FALKE O2 (G3/4"), flow: 0-5 l/min 9/16" 910.352 
FALKE O2 (G3/4"), flow: 0-1 l/min 9/16" 910.353 
  
FALKE Pressure Reducing Valve, O2, Flow 9/16"+1x Connector  
FALKE O2 (G3/4"), flow: 0-15 l/min 9/16", 1x DIN connector 910.355 
FALKE O2 (G3/4"), flow: 0-30 l/min 9/16", 1x DIN connector 910.356 
FALKE O2 (G3/4"), flow: 0-5 l/min 9/16", 1x DIN connector 910.357 
FALKE O2 (G3/4"), flow: 0-1 l/min 9/16", 1x DIN connector 910.358 
  
FALKE Pressure Reducing Valve, O2, Flow 9/16"+2x Connector  
FALKE O2 (G3/4"), flow: 0-15 l/min 9/16", 2x DIN connector 910.362 
FALKE O2 (G3/4"), flow: 0-30 l/min 9/16", 2x DIN connector 910.363 
FALKE O2 (G3/4"), flow: 0-5 l/min 9/16", 2x DIN connector 910.364 
FALKE O2 (G3/4"), flow: 0-1 l/min 9/16", 2x DIN connector 910.365 

 

 
Falke only flow 

 
Falke flow + 

1x DIN-connector 

 
Falke flow + 

2x DIN-connector 


